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cladd

cladd building panels are an insulated concrete sandwich
wall system manufactured using the patented Thermomass®
insulation system. The completed cladding system is quiet, safe

and maintenance free.
Originally developed in the USA, this system offers:

unrivalled thermal efficiency
speed of construction

high level of fire resistance
reduced whole life building costs

low maintenance

The external finish is available in the complete Craftstone range of
high quality architectural cast stone. In addition to this, brick
facing, high quality grey precast or even natural stone can be

specified.

cladd eliminates the need for cavity insulation, internal
block-work and dry lining and is ideally suited for projects in the

industrial, retail and public authority sectors.
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Patented Fibre Composite Connector
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Sandwich Panel Construction Leads to
High Termal Efficiency
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HEAD DETAIL — JAMB SIMILAR
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cladd

REINFORCING AS REQUIRED
BY STRUCTURAL ENGINEER
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THERMOMASS FIBER COMPOSITE -
CONNECTOR @ 16" 0.C. - ﬂ
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ASTM C-578 TYPE NV - EXTRUDED
POLYSTYRENE INSULATION AS PROVIDED
WITH THE THERMOMASS SYSTEM

CAULK CHAMFER JOINT 4}
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WINDOW FRAME (SEE MANUFACTURER)

CAULK CHAMFER JOINT

WINDOW FRAME (SEE MANUFACTURER)

THERMOMASS FIBER COMPOSITE
CONNECTOR @ 16" 0.C.

ASTM C-578 TYPE IV ~ EXTRUDED
POLYSTYRENE INSULATION AS PROVIDED
WITH THE THERMOMASS SYSTEM

REINFORCING AS REQUIRED
BY STRUCTURAL ENGINEER
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Head and Jamb Details

REINFORCING AS REQUIRED
BY STRUCTURAL ENGINEER

ASTM C-578 TYPE IV — EXTRUDED
POLYSTYRENE INSULATION
AS PROVIDED WITH THE THERMOMASS SYSTEM

THERMOMASS FIBER COMPOSITE
CONNECTOR @ 16" 0.C.

/W\NDOW FRAME (SEE MANUFACTURER)
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